T-01
Fresh Water Tank
Capacity : <190 Ton

T-02
Test Water Tank
Capacity : >260 Ton

1-03

Test Water/Control Tank
Capacity : >260 Ton

T-04

Treated Water Tank
Capacity : >260 Ton

1-05

Na2S203 Storage Tank
Capacity : 350L

P-01

Sea Water Suction Pump
Capacity : 200 Ton/h

P-02
Ballast Pump

Capacity : 200 Ton/h

P-03
Na2S203 Feed Pump
Capacity : 0.3 Ton/h

Material : Carbon Steel Material : Carbon Steel Material : Carbon Steel Material : Carbon Steel Material : PE Material Carbon Steel Material : Cast iron.Coating Material : PVC
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Element Size : 250A * 1200 Element Size : 650%260*270*4 Element Size : 300A*1000%1000 Capacity : 1129 m*/h Capacity : 0.19 m’/h Size :.SOOA*15OO Size 1.2OOA*150 Pressure Transmitter
Design pressure : 5Kgf/cm? Design pressure : 5Kgf/cm? Design pressure : 5Kgf/cm? Material : SUS304 Material : SUS304 Material : SUS304 Material : SUS304 TT—1~2

Material : SUS304

Material : Carbon Steel

Material : SUS304

Temperature Transmitter
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